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RSK: 2303118-2303125, 2303127
MIA-Tex N1


PRODUKTBLAD

[image: ] MIA-Tex N1 är en NorGeoSpec certifierad, nålfiltad geotextil gjord av Polypropen (PP). Produkten används till områden där separation, filtrering, skydd och dränering blir centralt. För allmänna konstruktioner rekommenderas en stensstorlek på 0-20mm mot fiberduk N1. Geotextilen blir användbar på områden av lättare belastning så som plattsättning av marksten och vid dräneringsarbeten. Se katalogen MIA geosynteter 1.1 för ytterligare vägledning avseende användning av olika fiberdukstyper. 


	[bookmark: _Hlk530123126][bookmark: _Hlk524598264][bookmark: _Hlk524598391]PARAMETER
	TESTMETOD
	ENHET
	VÄRDE
	TOLERANS

	MEKANISKT

	Vikt
	EN ISO 9864
	gr/m²
	90
	±11

	Draghållfasthet (MD/CD)
	EN ISO 10319
	kN/m
	5,80/7,4
	-0,5/-0,7

	Töjning vid max. styrka (MD/CD)
	EN ISO 10319
	%
	45/48
	-9,0/-9,0

	Statiskt punkteringsmotstånd (CBR)
	EN ISO 12236
	kN
	0,950
	-0,095

	Dynamisk perforationsmotstånd
	EN ISO 13433
	mm
	35
	+7

	Energy absorption
	NorGeoSpec 2012
	kN/m
	1,2
	±0

	HYDRALISKT

	Vattengenomtränglighet utan belastning
	EN ISO 11058
	m/s
	0,100
	-0,030

	Karakteristisk öppningsstorlek
	EN ISO 12956
	O90(µm)
	110
	±33

	HÅLLBARHET

	Livslängd
	-
	25 år
	

	FÖRPACKNING	

	RSK-NUMMER
	FÄRG
	MÅTT
	m²
	FÖRPACKNING

	[bookmark: _Hlk529192252]2303118TE
	Vit
	1x160
	160
	12 rullar/pkt

	2303119TE
	Vit
	2x160
	320
	15 rullar/pkt

	2303120TE
	Vit
	3x160
	480
	15 rullar/pkt

	2303121TE
	Vit
	4x160
	640
	15 rullar/pkt

	2303122TE
	Vit
	5x160
	800
	15 rullar/pkt

	2303123TE
	Vit
	6x160
	960
	15 rullar/pkt

	2303124TE
	Vit
	1x30
	30
	50 rullar/pall

	2303125TE
	Vit
	2x15
	30
	50 rullar/pall

	2303127TE
	Vit
	3x35
	105
	8 rullar/pall
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100NW is a UV stabilized polypropylene needle punched non-woven geotextile. It is manufactured at one of Thrace
Nonwovens & Geosynthetics S.A. facilities that have achieved ISO 9001 certification for its systematic approach to quality, as ¥ ordna sid o
well as 1SO 14001 for its safe environmental practices. The construction of the geotextile makes 100NW ideal for the following rdna sidor
= applications. X
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Itis resistant to commonly encountered soil chemicals, mildew and insects and is non-biodegradable. 100NW conforms o _
to the property values listed below. Technical data are based on statistical analysis on 95% confidence limit. [ skicka for granskning
PROPERTY TESTMETHOD | VALUE METRIC UNITS TOLERANCE p
MECHANICAL %o Fler verktyg
Tensile Strength (MD/CD) ENISO 10319 Average kN/m 6.7/6.7 0.70.7
4 Elongation (MD/CD) ENISO 10319 Average % 40/50 8/-8
Resistance o static pURCiure ENTSO 12236 Average N %0 £
Dynamic Perforation resistance EN SO 13433 Average mm 35 +7
HYDRAULIC
Characteristic Opening Size (Os) ENISO 12956 Average um 120 36
Water permeability Viso ENISO 11058 Average mm/sec 100 -30
Water flow rate ENISO 11058 Average /(m*sec) 100 -30
Water flow capacity in the HG 1.0 at 20kPa 3.60/3.13 -
pacity HG 1.0 2t 100KkPa ENI50 12958 Average 102/(m-seg 205/2.07 -
plane (MD/CD)
1.18/1.10 B
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